SAFETY MANUAL
WARNING: To reduce the risk of injury,
the user must read and understand the
safety manual before using this product.
Read all safety warnings and all instructions. Failure to follow
the warnings and instructions may result in injury.
Save all warnings and instructions for future reference. Refer to
them frequently and use them to instruct others who may use
this product. If you loan, sell, or otherwise provide this product
to somebody else, provide them these instructions also.
For instructions on how to properly install and use your Suckit
Dust Boot please go to:

www.suckitdustboot.com
ASSEMBLY
WARNING: Do not use this product if it
is not completely assembled or if any parts
appear to be missing or damaged. Use of a
product that is not properly and completely
assembled or with damaged or missing
parts could result in serious personal injury.

WARNING: Do not attempt to
modify this product or create accessories or
attachments not recommended for use with
this product. Any such alteration or modification is misuse and could result in a hazardous condition leading to possible serious
personal injury.

For instructions on how to properly assemble and install Suckit
Dust Boot please go to the assembly section on our website.

www.suckitdustboot.com
If any parts are damaged or missing, please contact us for
replacement parts.

WORK AREA SAFETY
Keep work area clean and well lit. Cluttered or dark areas can
lead to accidents.
Keep children and bystanders away while operating Suckit Dust
Boot and your CNC Carving machine. Distractions can cause you
to lose control.

PERSONAL SAFETY
Use of Suckit Dust Boot for operations different from those
intended could result in a hazardous situation.
To prevent against potential injuries and structural failures,
Suckit Dust Boot should not be used for other than its intended
purpose.
Please regularly inspect Suckit Dust Boot for loose or missing
screws, magnets, fatigued parts, cracks or broken parts. If
Suckit Dust Boot appears to be damaged, immediately remove
from service to be replaced or repaired. Failure to follow these
warnings could result in serious injury.
Stay alert, watch what you are doing and use common sense
when installing and using Suckit Dust Boot.
Do not use Suckit while you are tired or under the influence of
drugs, alcohol or medication. A moment of inattention while
installing and using Suckit may result in serious personal injury.
Dress properly. Do not wear loose clothing or jewellery. Keep
your hair, clothing and gloves away from moving parts. Loose
clothes, jewellery or long hair can be caught in moving parts.

OPERATION
Never operate Suckit Dust Boot if any parts are cracked,
Broken or show signs of fatigue, or if any parts are loose or
missing. If Suckit dust Boot appears to be damaged, immediately
remove from service. Failure to follow these warning could result
in serious injury.
When using a vacuum cleaner to take up cutting waste, exercise
caution to prevent fire or dust explosion. Taking up fine cuttings
using an ordinary vacuum cleaner may cause danger of fire or
explosion. Check with the manufacturer of the vacuum cleaner.
When the safety of use cannot be determined, avoid using the
vacuum cleaner.

CALIFORNIA PROPOSITION 65 WARNING:

OPERATION continued
Do not use Suckit Dust Boot with liquid materials or any
materials that contain liquids.
Always ensure your Suckit Dust Boot is properly maintained .
Regularly check for misalignment or binding of moving parts,
breakage of parts and any other condition that may affect
Suckit’s operation. If your Suckit Dust Boot is damaged
immediately discontinue use.
Remove any adjusting key or wrench before operating your
Suckit Dust Boot. A wrench or a key left attached may result in
personal injury.
If any parts are damaged or missing, please contact us for
replacement parts.

WARNING: Some dust created by CNC
Carving, power sanding, sawing, grinding, drilling,
and other construction activities may contain
chemicals, including lead, known to the State of
California to cause cancer, birth defects, or other reproductive harm. Wash hands after handling. Some examples of
these chemicals are: lead from lead-based paints, crystalline
silica from bricks and cement and other masonry products
and, arsenic and chromium from chemically treated lumber.
Your risk from exposure to these chemicals varies, depending
on how often you do this type of work. To reduce your
exposure, work in a well-ventilated area and with approved
safety equipment, such as dust masks that are specially
designed to filter out microscopic particles.

Anatomy of Suckit Dust Boot
1.
2.
3.
4.
5.
6.
7.
8.
9.
10.
11.
12.

X-Carriage Mount (Top Left and Bottom Right)
X-Carriage Mount (Z-Probe)
X-Carriage Mount (Bottom Left)
X-Carriage Mount Screw
Right Side Support Arm
Left Side Support Arm
Dust Shoe
Height Locking Screw
Vacuum Port
Z-Probe Mount
Z-Probe Mount Screw
Height Adjusting Rail

For instructions on how to properly install and use your Suckit Dust Boot please go to:

www.suckitdustboot.com

Suckit Dust Boot Customer Service is available by email, Monday through Friday from 8:30am to 5:00pm, EST.
Web: www.suckitdustboot.com
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DIRECTED SUCTION SHOE ASSEMBLY
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ITEM NO.

DESCRIPTION

QTY.

1

Brush

1

2

Slide Mount

2

3
4

Slide Mount Screw
Rear Shoe Clip - Optional

4
1

5

Directed Suction Shoe

1

6
7

Router Sheild
Router Sheild Screw

1
3

